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1.0 BACKGROUND 
 
CORE Environmental Consultants, Inc. (CORE) has conducted an asbestos survey for the 
presence of asbestos containing materials (ACM) at the following facility: 

Facility:      Manchester Maintenance Section 

Town:      Manchester 

Address:      New York State Thruway Exit 43, Manchester, NY 14504 

Contact Person:    Tom Fisher 

Phone #:    (845) 222-7939 
 
 
The Investigators and Inspectors responsible for this project were: 
 
Manuel Duran                    NYSDOL Inspector # 09-10896                   Exp. 07/2020 

            
   
Ronald Tramposch NYCDEP Investigator # 132112 Exp. 07/2020 
   
Site Visit(s): July 17, 2019  
   
Final Design Submission Report: August 26, 2019  
   
Revision: 0  

                           
Field Procedures and Analysis Methodology: 
 
Guidelines used for the inspection were established by the Environmental Protection Agency 
(EPA) in the Guidance for Controlling Asbestos Containing Materials in Buildings, Office of 
Pesticides and Toxic Substances, DOC #560/5-85-024, and 40 CFR Part 763, Asbestos Hazard 
Emergency Response Act (AHERA). 
 
Field information was organized as per the AHERA concept of homogenous area (HA).  That is, 
suspect ACM with similar age, appearance, and texture was grouped together, sampled and 
assessed for condition. 
 
Bulk samples of suspect ACM were analyzed by Polarized Light Microscopy (PLM) with 
dispersion staining, as described in 40 CFR Part 763 and the National Emissions Standard for 
Hazardous Air Pollutants (NESHAPS).  
 
The New York State Department of Health has recently revised the PLM Stratified Point Counting 
Method.  The new method, “Polarized Light Microscopy Methods for Identifying and Quantitating 
Asbestos in Bulk Samples” can be found as item 198.1 in the ELAP Certification manual. 
 



                                         NEW YORK STATE THRUWAY AUTHORITY – BUFFALO DIVISION                                      
                                      PROTOTYPE ADDITIONS TO VARIOUS MAINTENANCE SECTION BUILDINGS 

 

2 

August 26, 2019                                                                                                                     

The State of New York ELAP has determined that analysis of non-friable organically bound 
materials (NOB’s) is not reliably performed by PLM.  Therefore, if PLM yields negative results for 
a non-friable material, it must be confirmed by Transmission Electron Microscopy (TEM). 
 
All samples were initially analyzed by Polarized Light Microscopy.  Samples which yielded a 
negative PLM result and which are classified as a “non-friable” organically bound material were 
then re-analyzed utilizing Transmission Electron Microscopy (TEM) methodology.  As per the April 
1, 2011 ELAP directive, Item Numbers 198.6/198.4, ceiling tiles with cellulose must now also be 
confirmed non-ACM via TEM analysis. 
 
In addition, all Thermal system insulation (TSI), surfacing material, or other presumed ACM 
(PACM) has been analyzed for vermiculite in accordance with the July 9, 2013 New York State 
Department of Health guidance document. 
 
Laboratory analysis was performed by Laboratory Testing Services, Inc. (LTS) located at 4509 
Greenpoint Avenue, Long Island City, NY 11104. LTS’s National Voluntary Laboratory 
Accreditation Program (NVLAP) accreditation number is 101958-0 and their New York State 
Environmental Laboratory Approval Program (ELAP) number is 10955. 
 

2.0 SCOPE OF WORK 

The areas inspected for asbestos-containing materials (ACM) and which will be impacted by the 
Prototype additions to various maintenance section buildings project D214672 Phasing plan 
drawings dated July, 2019 provided to CORE by CPL Team:                                                                

1. Men’s Locker Room 
2. Mechanical Room 
3. Exterior  
4. Roof 
 

 
The inspection was characterized by a close visual inspection of all accessible areas.  Suspect 
materials found were sampled and inventoried for quantity, condition and friability.   
 
Materials examined included: 
 

• Suspect miscellaneous materials associated with the scope of work. 
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3.0 PREVIOUS REPORTS 
 
 
 
 

 NA / Not Applicable  
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4.0 SUMMARY OF INSPECTION RESULTS 
 
The asbestos inspection involved a thorough visual examination of all areas and/or sampling of 
suspect materials.  

Laboratory analysis confirmed the presence of asbestos in the amount greater than 1% in the 
samples collected from the following materials [ACM]: 

1. Caulking at Edge of Roof/Men’s Locker Room 

Laboratory analysis determined the samples collected from the following materials to contain less 
than 1% asbestos [Non-ACM]: 

1. Brick Mortar 
2. Caulk Around Windows 
3. Cement Patch 
4. Caulk Around Conduits 
5. Gasket 
6. 12” X 12” Beige Floor tile Grout and Backing  
7. 6” X 6” Wall Tile Glue 
8. 6” X 6” Wall Tile Grout 
9. Cove Base Mastic 
10. Cove Base 
11. 2’ X 4’ Drop Ceiling 
12. Ceiling Plaster – Grey 
13. Ceiling Plaster – White 
14. Gasket 
15. Tar on Roof Edge 
16. Felt Paper 
17. Skeert 
18. Felt Paper under Skeert 
19. Tar above Concrete 

The following materials were Presumed ACM: 

1. None 

The following materials were Non Suspect: 

1. Metal Windows 
2. Metal Vent 
3. Wood Stalls 
4. Metal Lockers 
5. CMU Walls 
6. Concrete Ceiling 
7. Rubber Wires inside Metal Conduits  
8. Concrete Floor 
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9. Rubber Wires  
10. Metal Exhaust Vent 
11. Metal Floor Pit 
12. Rubber wires in panels 
13. Metal Beams on ceiling 
14. Rubber Wires in conduit 
15. Rubber Wires in Metal box 
16. Metal Vent in Silicone 
17. Metal Central Air Unit 
18. Metal Pipes 
19. Rubber Roof 
20. Foam insulation under rubber roof 
21. Metal Edge Cap 
22. Rubber wires in panel 
23. Rubber wires in Junction Boxes 
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4.1 SUMMARY OF INSPECTION RESULTS TABLE (SIRT) 
 

New York State Thruway Authority Buffalo Division 
455 Cayuga Road, Suite 800, Cheektowaga, New York 14425 

 
Prototype Additions to Various Maintenance Section Buildings Contract D214672 – Manchester Thruway Section 

 

Proposed 
Work 

HA # 
Location Material 

No. of 
Samples 

 
Results 

ACM 
Quantity 

LF 

ACM  
Quantity 

SF 

 
Notes 

Prototype 
Additions to 

Various 
Maintenance 

Section 
Buildings 

 

A.  

Exterior 

Brick Mortar 2 Non-ACM - -  

B.  Caulking Around Windows 2 Non -ACM - - . 

C.  Cement Patch 2 Non-ACM - -  

D.  Caulk Around Conduits 2 Non -ACM - -  

E.  Caulk at Edge of Roof 2 ACM 150 -  

F.  Gasket 2 Non-ACM - -  

G.  Men’s Locker Room 12” X 12” Beige Floor Tile 
Grout and Backing 

2 Non-ACM - -  
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New York State Thruway Authority Buffalo Division 
455 Cayuga Road, Suite 800, Cheektowaga, New York 14425 

 
Prototype Additions to Various Maintenance Section Buildings Contract D214672 – Manchester Thruway Section 

 

Proposed 
Work 

HA # 
Location Material 

No. of 
Samples 

 
Results 

ACM 
Quantity 

LF 

ACM  
Quantity 

SF 

 
Notes 

Prototype 
Additions to 

Various 
Maintenance 

Section 
Buildings 

 

H.  

Men’s Locker Room 

6” X 6” Wall Tile Glue 2 Non-ACM - - 

I.  6” X 6” Wall Tile Grout 2 Non-ACM - - 
Mistake on Chain of Custody. 
COC should say Grout. Lab 

analyzed Grout not glue. 

J.  Cove Base Mastic 2 Non-ACM - -  

K.  Cove Base 2 Non-ACM - -  

L.  2” X 4” Drop Ceiling 2 Non-ACM - -  

M.  Grey Ceiling Plaster 3 Non-ACM - -  

N.  White Ceiling Plaster 3 Non-ACM - -  

O.  Mechanical Room Gasket 2 Non -ACM - -  
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New York State Thruway Authority Buffalo Division 
455 Cayuga Road, Suite 800, Cheektowaga, New York 14425 

 
Prototype Additions to Various Maintenance Section Buildings Contract D214672 – Manchester Thruway Section 

 

Proposed 
Work 

HA # 
Location Material 

No. of 
Samples 

 
Results 

ACM 
Quantity 

LF 

ACM  
Quantity 

SF 

 
Notes 

Prototype 
Additions to 

Various 
Maintenance 

Section 
Buildings 

 

P.  Mechanical Room Tar on Roof Edge 2 Non-ACM - -  

Q.  

Roof 

Felt Paper 2 Non- ACM - -  

R.  Skeert 2 Non - ACM - -  

S.  Felt Paper under Skeert 2 Non - ACM - -  

T.  Tar on Edge of Roof 2 Non-ACM - -  

 
NOTE:  ACM – Asbestos-Containing Material; PACM – Presumed Asbestos-Containing Material 
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5.0  CONCLUSIONS AND RECOMMENDATIONS 
 
This inspection was conducted solely for the proposed New York State thruway Authority Buffalo 
Division of the Prototype additions to various maintenance section buildings project at the 
Manchester Maintenance Section located in Central Valley, New York.  If the proposed work 
should change, additional inspection work may be necessary prior to any commencement of 
proposed work. In the event that the scope of work changes or any ACM is found that is to be 
disturbed by the proposed renovation work, the following recommendations are proposed by 
CORE Environmental Consultants, Inc. to ensure that the removal of the ACM is properly and 
effectively carried out: 
 
A. Develop and implement a schedule that outlines the time frame for removal of asbestos-

containing materials. 
 
B. Develop complete and concise specifications to effectively deal with removal of the 

asbestos-containing material.  These specifications should be developed to comply with 
all applicable federal, state, and local regulations. 

 
C. Retain the service of an independent testing firm and laboratory to monitor the quality of 

the air before, during, and after the removal work. Retain all documentation and 
correspondence from the removal contractor, the testing laboratory, and related items in 
a permanent record. 
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May 20, 2016 
 
  
 

6.0  ASBESTOS QUANTITY SCHEDULE 
 
To be provided during final design stage 
 
 
 

NA / Not Applicable  
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May 20, 2016 
 
  
 

7.0  PRELIMINARY ASBESTOS ABATEMENT COST ESTIMATE 

 
To be provided during final design stage 
 
 

NA / Not Applicable 
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8.0  REPORT CERTIFICATIONS 
 

CORE Environmental Consultants, Inc. (CORE) certifies that the information contained herein is 
based on the physical and visual inspections conducted by CORE and data collected during the 
inspection survey. 
 
 
 

 

   

 
 
Manuel Duran    
NYSDOL Asbestos Inspector 
Project Manager 
 

         
        Ronald Tramposch 
        NYSDOL Asbestos Investigator 
        QA/QC Senior Project Manager 
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APPENDIX B 
 

Company and Personnel Licenses 
  



 

New York State – Department of Labor 
Division of Safety and Health  
License and Certificate Unit 
State Campus, Building 12 

Albany, NY  12240 

 
ASBESTOS HANDLING LICENSE 

Core Environmental Consultants, Inc.  
  
2312 Wehrle Drive 
  
Buffalo, NY  14221 
  

 

FILE NUMBER:  12-63272 
LICENSE NUMBER:  63272 
LICENSE CLASS:  RESTRICTED 
DATE OF ISSUE:  01/16/2019 
EXPIRATION DATE:  01/31/2020 

 

Duly Authorized Representative – Teresa S Tramposch:  

 

 This license has been issued in accordance with applicable provisions of Article 30 of the Labor Law of New York State and of  
 the New York State Codes, Rules and Regulations (12 NYCRR Part 56).  It is subject to suspension or revocation for a (1)  
 serious violation of state, federal or local laws with regard to the conduct of an asbestos project, or (2) demonstrated lack of  
 responsibility in the conduct of any job involving asbestos or asbestos material. 

 This license is valid only for the contractor named above and this license or a photocopy must be prominently displayed at the  
 asbestos project worksite.  This license verifies that all persons employed by the licensee on an asbestos project in New York  
 State have been issued an Asbestos Certificate, appropriate for the type of work they perform, by the New York State  
 Department of Labor. 

 

  

  

 Eileen M. Franko,  Director 
SH 432 (8/12) For the Commissioner of Labor 
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Laboratory Accreditations 
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APPENDIX D 
 

Previous Reports 

 
 

NA / Not Applicable 
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January 7, 2024 
 
 
Mr. Daniel D Duprey, Jr., P.E 
CPL Architects, Engineers, Landscape Architect and Surveyor, D.P.C 
205 St. Paul Street, Suite 500 
Rochester, New York 14604 
 
 
Re:  Limited Pre-Demolition Asbestos Inspection  
 Manchester Maintenance Section Addition and Roof Replacement 
 1190 New York State Route 21 
 Shortsville, New York 14548 
 
 
Dear Mr. Duprey,  
 
On November 5, 2024, Azar Design Co P.C., formerly Foit-Albert Associates, Architecture, 
Engineering and Surveying, P.C. (Azar Design) performed a Limited Pre-Demolition Asbestos 
Inspection (Inspection) for suspect asbestos containing materials (ACMs) at the above referenced 
location (Site). The Inspection was performed in conjunction with proposed demolition activities as 
presented within the project scope.  
 
ACM Inspection Methodology 
The Inspection, conducted by Kurt Knoell and Eric Dixon of Azar Design Co utilized limited destructive 
methods to collect representative samples of homogeneous suspect ACMs at the Site, subject to 
potential disturbance during proposed renovation activities. Mr. Knoell and Mr. Dixon are EPA-
accredited Asbestos Hazardous Emergency Response Act (AHERA), and New York State Department 
of Labor (NYSDOL) certified asbestos building inspectors (NYSDOL certification #24-6T6Z6-SHAB 
and certification #24-6IICP-SHAB). The Inspection was conducted in accordance with EPA National 
Emissions Standards for Hazardous Air Pollutants (NESHAPS), the Occupational Safety and Health 
Administration’s (OSHA) regulation 29 CFR 1926.1101, and NYSDOL Part 56, Title 12 of the Official 
Compilation of Codes, Rules, and Regulations of the State of New York (Code Rule 56). 
 
The following summarizes the sampling protocol applied: 

• A minimum of two (02) samples were collected from each readily visible and accessible 
suspect homogeneous non-surfacing material in accordance with Code Rule 56. 

http://www.azardzn.com/
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• Homogeneous materials were quantified, assessed for condition, and collected 

following AHERA procedures. Each sample was assigned a unique identification number, 
logged, and submitted under proper chain-of-custody protocol to Paradigm. Paradigm is 
certified by the National Institute of Standards and Technology (NIST) and are 
participants under the National Voluntary Laboratory Accreditation Program (NVLAP), 
and New York Environmental Laboratory Approval Program (ELAP). 

• Samples were analyzed using polarized light microscopy (PLM), in accordance with New 
York State Department of Health (NYSDOH) ELAP Method 198.6.  Per Code Rule 56, all 
non-organically bound non-friable samples analyzed by PLM reported as “Inconclusive-
Trace” or “Inconclusive-No Asbestos Detected” were further analyzed by transmission 
electron microscopy (TEM), in accordance with NYSDOH ELAP Method 198.4. As per 
instructions from Azar, the laboratory completed the analysis using “positive stop” 
methodology. The “positive stop” analysis method processes the first sample and if 
determined through laboratory analysis to be ACM, the second duplicate sample(s) of the 
homogenous sample grouping will not be advanced for further analysis.  

 
ACM Inspection Results and Conclusions 
Azar Design collected a total of seventy (70) samples from twenty-eight (28) homogeneous materials 
from the Site (Sample Location Map). Sampled materials included fibrous mat material (non-friable), 
caulking/sealants (non-friable) and roof membrane with fibrous backing material (non-friable).  
 
 The EPA and OSHA define material as asbestos containing if an asbestos content of one percent 
(>1%) or greater is detected in a representative sample. As a result of laboratory analysis, it was 
determined that asbestos concentrations in excess of one percent (>1%) or greater were identified 
within two (2) of the samples processed. Asbestos was identified in the following materials:  
 

• Grey Fibrous Caulk: Located underneath the overhang of Roof 7 and the west side of Roof 3 
(samples ACM-9 and duplicate ACM-10; positive stop employed). 

• Grey Fibrous Caulk: Located underneath the overhang on the east side of Roof 3 (samples 
ACM-53 and duplicate ACM-54; positive stop employed). 
 

A summary of the material sampled and analyzed for asbestos is provided in Table 1, while Table 2 in 
the Attachments presents a summary of materials identified as asbestos containing through 
laboratory analysis.  

If demolition or repair activities are planned in areas containing the identified ACMs, these materials 
must be removed and disposed of in accordance with regulatory standards. Certified professionals 
must prepare detailed abatement plans that outline containment, removal, and disposal methods, 

http://www.azardzn.com/
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as well as safety protocols for workers and occupants. Abatement activities must comply with 
federal, state, and local regulations, including OSHA Asbestos Standards (29 CFR 1926.1101), EPA 
NESHAP, and state-specific codes such as New York State’s Industrial Code Rule 56 (ICR 56). ACM 
removal must be conducted by licensed asbestos abatement contractors. 

Should the scope of work change, or if additional materials which have not yet been sampled are 
encountered during demolition or repair activities, materials should be assumed to be asbestos 
containing until sampling proves otherwise. 

Sample locations are illustrated on the attached Tables and Sample Location Map. Laboratory 
analytical reports, including chains of custody, are also provided in the Attachments 

Please contact our office at (716) 856-3933 ext. 343 with any questions or comments. 

Sincerely, 
 
AZAR DESIGN CO  
Architecture, Landscape Architecture, Engineering and Surveying, P.C.  
(Formerly Foit-Albert Associates, Architecture, Engineering and Surveying, P.C.)  
 
 
 
 
Kurt Knoell 
Senior Environmental Scientist 
 
Attachments: 

Sample Photographic Documentation  
Table 1 – Summary of Building Materials Not Containing Asbestos 
Table 2 – Summary of Building Materials Containing Asbestos  
Sample Location Map  
Analytical Reports/Chain-of Custody Documentation 
Asbestos Certifications 
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PHOTOGRAPHIC 

DOCUMENTATION



Photograph 1 – View of Roof 7 & Roof 3 non-ACM Black Fibrous Mat Material 

(ACM-1 & ACM-2)

Photograph 2 – View of Roof 7 non-ACM Black Caulking/Sealant on Ladder 

Bolts (ACM-3 & ACM-4) 

1



Photograph 3 – View of Roof 7 non-ACM White Caulking on Flashing (ACM-5 & 

ACM-6)

Photograph 4 – View of Roof 7 non-ACM Light Black Caulk Behind Ladder on 

Flashing (ACM-7 & ACM-8) 

2



Photograph 5 – View of Roof 3 ACM Grey Fibrous Caulk Underneath Overhang 

(ACM-9 & ACM-10)

Photograph 6 – View of Roof 3 wall non-ACM Grey Penetration Putty Around 

Pipe (ACM-11 & ACM 12) 

3



Photograph 7 – View of Roof 7 non-ACM Black Sealant Material from Roof Drain 

Section and Seams (ACM-13, ACM-14, ACM-15 & ACM-16)   

Photograph 8 – View of Roof 7 non-ACM Black Fibrous Caulk/Sealant from Roof 

Edge (ACM-17, ACM-18 & ACM-19) 

4



Photograph 9 – View of Roof 7 non-ACM Roof Drain Black Sealant Material   (ACM-

20 & ACM-21) 

Photograph 10 – View of Roof 7 Roof Drain non-ACM Roof Drain White Sealant 

material Between Roof Membrane and Underlayment (ACM-22 & ACM-23)

5



Photograph 11 – View of Roof 7 non-ACM Black Roof Membrane with Fibrous 

Backing Material (ACM-24 & ACM-25)

Photograph 12 – Roof 7 non-ACM Black Fibrous Backing Material with Tan Foam 

Material (ACM-26 & ACM-27)
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Photograph 13 – View of Roof 7 non-ACM New Black Patching Sealant Material 

(ACM-28 & ACM-29)

Photograph 14 – View of Roof 3 non-ACM Black Edge Sealant (ACM-30, ACM-

31, ACM-32 & ACM-33)
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Photograph 15 – View of Roof 3 non-ACM Fan Housing Black Sealant (ACM-34 & 

ACM-35)

Photograph 16 – View of Roof 3 non-ACM black Seam Sealant Material       

(ACM-36, ACM-37, ACM-38 & ACM-39)
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Photograph 17 – View of Roof 3 non-ACM Roof Drain Black Sealant (ACM-40 & 

ACM-41)

Photograph 18 – View of Roof 3 non-ACM Roof Drain Grey Sealant Between 

Roof Membrane and Underlayment (ACM-42 & ACM-43)
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Photograph 19 – View of Roof 3 non-ACM Black Patching Sealant Material     (ACM-

44, ACM-45 & ACM-46)

Photograph 20 – View of Roof 3 non-ACM Black Roof Membrane with Fibrous 

Black Backing Material (ACM-47, ACM-48 & ACM-49)
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Photograph 21 – View of roof non-ACM Black Fibrous Backing with Tan Foam 

Material (ACM-50, ACM-51 & ACM-52)

Photograph 22 – View of Roof 3 ACM Overhang of Roof 1 Grey Fibrous Caulk 

(ACM-53 & ACM-54)
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Photograph 23 – View of Garage Exterior non-ACM Black Window Glazing    (ACM-

63, ACM-64 & ACM-65)

Photograph 24 – View of Garage Exterior non-ACM Light Black Window Framing 

Caulk (ACM-66, ACM-67 & ACM-68)
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Photograph 25 – View Garage Exterior non-ACM Black Gasket Material (ACM-69 & 

ACM-70)

Photograph 26 – View of Garage Exterior non-ACM Light Grey Window Caulking 

(ACM-71 & ACM-72)
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Photograph 27 – View of Garage Exterior non-ACM Brown Window Caulking (ACM-

73, ACM-74 & ACM-75)

Photograph 28 – View of Garage Interior non-ACM Black Window Caulking 

(ACM-76, ACM-77 & ACM-78)
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TABLES



Table 1
Summary of Building Materials Not Containing Asbestos

Manchester Maintenance Section Addition and Roof Replacement
1190 New York State Route 21                 

Shortsville, New York      

Sample ID Percent (%) Asbestos

ACM-1 N/A
ACM-2 N/A

ACM-3 <1.0%
ACM-4 <1.0%

ACM-5 <1.0%
ACM-6 <1.0%

ACM-7 <1.0%
ACM-8 <1.0%

ACM-11 <1.0%
ACM-12 <1.0%

ACM-13 <1.0%
ACM-14 <1.0%
ACM-15 <1.0%
ACM-16 <1.0%

ACM-17 <1.0%
ACM-18 <1.0%
ACM-19 <1.0%

ACM-20 <1.0%
ACM-21 N/A

ACM-22 Trace <1.0%
ACM-23 <1.0%

ACM-24 <1.0%
ACM-25 <1.0%

ACM-26 None Detected
ACM-27 None Detected

ACM-28 <1.0%
ACM-29 <1.0%

ACM-30 <1.0%
ACM-31 <1.0%

Roof 7 - Black Roof Membrane with Fibrous Backing Material

Roof 7 - Black Fibrous Backing and Tan Foam Material

Roof 7 - Light Black Caulk Behind Ladder on Flashing

Roof 7 & Roof 3 - Fibrous Mat Material

Roof 7 - Black Caulking/Sealant on Ladder Bolts

Roof 7 - White Caulking on Flashing

Roof 3 Wall - Grey Penetration Putty Around Pipe

Roof 7 - Black Sealant Material from Roof Drain Section and Seams

Roof 7 - Black Fibrous Caulk/Sealant From Roof Edge

Roof 7 - New Black Patching/Sealant Material

Roof 3 - Black Edge Sealant 

Roof 7 - Roof Drain Black Sealant Material

Roof 7 - Roof Drain White Sealant Material Between Roof Membrane and Underlayment



Table 1
Summary of Building Materials Not Containing Asbestos

Manchester Maintenance Section Addition and Roof Replacement
1190 New York State Route 21                 

Shortsville, New York      

Sample ID Percent (%) Asbestos

ACM-32 <1.0%
ACM-33 <1.0%

ACM-34 N/A
ACM-35 <1.0%

ACM-36 <1.0%
ACM-37 <1.0%
ACM-38 <1.0%
ACM-39 <1.0%

ACM-40 N/A
ACM-41 N/A

ACM-42 <1.0%
ACM-43 <1.0%

ACM-44 <1.0%
ACM-45 <1.0%
ACM-46 <1.0%

ACM-47 <1.0%
ACM-48 <1.0%
ACM-49 <1.0%

ACM-50 None Detected
ACM-51 None Detected
ACM-52 None Detected

ACM-63 <1.0%
ACM-64 <1.0%
ACM-65 <1.0%

ACM-66 <1.0%
ACM-67 <1.0%
ACM-68 <1.0%

ACM-69 <1.0%
ACM-70 <1.0%

ACM-71 <1.0%
ACM-72 <1.0%

Roof 3 - Black Fibrous Backing Material with Tan Foam Material

Roof 3 - Black Roof Membrane with Fibrous Black Backing Material

Roof 3 - Fan Housing Black Sealant 

Roof 3 - Black Seaming Sealant Material

Roof 3 - Roof Drain Black Sealant 

Roof 3 - Roof Drain Grey Sealant Material Between Roof Membrane and Underlayment

Roof 3 - New Black Patching/Sealant Material

Garage Exterior - Black Window Glazing

Garage Exterior - Light Black Window Framing Caulk

Garage Exterior - Black Window Gasket Material

Garage Exterior - Light Grey Window Caulking



Table 1
Summary of Building Materials Not Containing Asbestos

Manchester Maintenance Section Addition and Roof Replacement
1190 New York State Route 21                 

Shortsville, New York      

Sample ID Percent (%) Asbestos

ACM-73 <1.0%
ACM-74 <1.0%
ACM-75 <1.0%

ACM-76 <1.0%
ACM-77 <1.0%
ACM-78 <1.0%

Notes: 
NA - Not enough residue remaining after lab processing to analyze.

Garage Exterior - Brown Window Caulking

Garage Interior - Black Window Caulking



Table 2
Summary of Building Materials Containing Asbestos

Manchester Maintenance Section Addition and Roof Replacement
1190 New York State Route 21                

  Shortsville, New York

Sample ID Percent (%) Asbestos* Quantity Condition Potential for
Disturbance

Station
Roof 3 -  Grey Fibrous Caulk Underneath Overhang of Roof 7 and West Side of Roof 3

ACM-9 1.0% +/- 4.75 SF Damaged LowACM-10 Positive Stop
Roof 3 - Grey Fibrous Caulk Underneath Overhang  East Side of Roof 3 

ACM-53 2.2% +/- 11.5 SF Damaged LowACM-54 Positive Stop
Notes:
*All asbestos detected was identified as Chrysotile unless otherwise noted. 
SF = Square Feet
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ASBESTOS CERTIFICATION







DIVISION OF SAFETY & HEALTH LICENSE AND CERTIFICATE UNIT, STATE OFFICE CAMPUS, BLDG. 12, ALBANY, NY 12226        ASBESTOS HANDLING LICENSE  
Azar Design Co, Architecture, Landscape Architecture, Engineering and Surveying, P.C. 

295 Main Street, Suite 200, Buffalo, NY, 14213 
 

 
This license has been issued in accordance with applicable provisions of Article 30 of the Labor Law of New York State and of the New York State
Codes, Rules and Regulations (12 NYCRR Part 56). It is subject to suspension or revocation for a (1) serious violation of state, federal or local
laws with regard to the conduct of an asbestos project, or (2) demonstrated lack of responsibility in the conduct of any job involving asbestos or
asbestos material. 
 
This license is valid only for the contractor named above and this license or a photocopy must be prominently displayed at the asbestos project
worksite. This license verifies that all persons employed by the licensee on an asbestos project in New York State have been issued an Asbestos
Certificate, appropriate for the type of work they perform, by the New York State Department of Labor.

Amy Phillips, Director 
For the Commissioner of Labor 

 

SH 432 (12/21)

License Number:
License Class:
Date of Issue:

Expiration Date:
Duly Authorized Representative:

37054
RESTRICTED
12/17/2024
12/31/2025
kurt Knoell








